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WINTER vs SUMMER:
DIFFERENCES IN POULTRY LITTER MANAGEMENT

POULTRY LITTER MANAGEMENT DOES HAVE ITS CONSTANTS, BUT LIKE MANY THINGS,
THERE IS A SEASONALITY TO CERTAIN ASPECTS. HERE ARE THREE WAYS YOU SHOULD CONSIDER
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SHIFTING GEARS FOR THE UPCOMING CHANGE OF SEASONS.
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KEEP A DEEPER LITTER BED.

During cold weather, keeping houses closed and
maintaining a litter depth of about 6 inches will:

- Retain more moisture in litter and away from
the birds

- Insulate young birds from the cold floor

MORE VENTILATION, LESS DEPTH.

When you pull so much air through the house to
keep birds cool, you're also more easily drying
out litter. At higher temperatures and higher
ventilation, a litter depth of about 4 inches is
sufficient.

PRE-HEAT

PRE-HEAT 48+ HOURS, KEEP END DOORS
CLOSED!

In winter, a pre-heat period of 48-72 hours is ideal
as it will take longer to heat litter and increase
the core litter temperature to adequately volatil-
ize ammonia.

Be sure to keep the end doors closed between
flocks to retain the heat from the previous flock.

LESS PRE-HEAT TIME NEEDED, KEEP END
DOORS CLOSED!

High outside temperatures often require less
pre-heating time, but 24 hours is still needed to
purge ammonia and prepare for chicks. Keeping
end doors open during the summer heat is not
an effective way to reduce ammonia and will
actually cause the loss of valuable heat from the
previous flock.
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VENTILATE TO REMOVE MOISTURE.

Winter ventilation is a balance between swapping
air for the right oxygen/carbon dioxide ratio
without removing valuable heat, and managing
litter moisture.

A careful focus on ventilation during the brood
period will work to keep excess moisture from
building throughout the flock.

In ideal conditions, the cold, damp outside air
enters the house at a high rate of speed and goes
to the apex of the ceiling where is mixes with the
hot air. Combined, the air temperature increases
and humidity decreases before circulating down
to the floor and birds.

Without good static pressure and clean vent
openings, cold air will instead come into the house
and fall straight to the floor, depositing excess
moisture in the litter.

The summer ventilation standard is to pull air
directly across the top of the birds for convection
cooling. The fast-moving air pulls heat off the birds
while reducing humidity and removing moisture.
This process works to easily dry litter.

APPLYING PLT AT A SUFFICIENT RATE FOR YOUR AMMONIA
CHALLENGE AND FOR PH REDUCTION IS ONE YEAR-ROUND
STANDARD. PLT IS AN EPA SAFER CHOICE PRODUCT THAT
CAN BE APPLIED ANYTIME.

POULTRY
LITTER
TREATMENT

epa.gov/saferchoice

NET WEIGHT 50 LBS. (22.68 KG}H
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